
2-WAY (WHITE / RED) AT 40'

LANE LINE (SEE NOTE 2)
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LANE LINE (SEE NOTE 2)

2-WAY (YELLOW/YELLOW) AT 80'

BOTH SIDES OF PAINTED ISLANDS

2-WAY (YELLOW / YELLOW) AT 80'

2-WAY (WHITE / RED) AT 80' EDGE LINES

2-WAY (WHITE / RED), 5 AT 80'

EDGE LINES

 2-WAY (WHITE / RED), 

5 AT 80' EDGE LINES

2-WAY (WHITE / RED) AT 80' EDGE LINE

1-WAY (WHITE),

 10 AT 80' EDGE LINE

2-WAY (WHITE/RED) AT 80'

    (SEE NOTE 2)

 40' min.

 80' max.

(SEE NOTE 1)

ENTRANCE RAMP

EXIT RAMP

4-LANE DIVIDED TO 2-LANE TRANSITION

4-LANE UNDIVIDED TO 2-LANE TRANSITION

MULTI-LANE DIVIDED HIGHWAY

2-WAY (YELLOW / RED)

 AT 80' ENTIRE RAMP

2-WAY (WHITE / RED) AT 80'

2-WAY (YELLOW / YELLOW) CENTER LINE AT 80'

2-WAY (WHITE / RED), LANE LINE AT 80'

      LEGEND

1-Way Reflectors

2-Way Reflectors

Direction of Travel

RAISED PAVEMENT MARKERS

                  (RPM)

1644

SPACING DETAILS
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2-WAY (YELLOW / YELLOW)

 AT 80' CENTER LINE

   2-WAY (YELLOW / YELLOW) AT 80'

CENTER LINE BOTH SIDES OF ISLAND

2-WAY (YELLOW / YELLOW)

 AT 80' CENTER LINE

2-WAY (YELLOW / YELLOW) CENTER LINE AT 80'

1-WAY (WHITE) EDGE LINE

       11 AT 40'
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   1-WAY (WHITE),

5 AT 80' EDGE LINE

2-WAY (YELLOW / YELLOW)

 AT 80' CENTER LINE

2-WAY (YELLOW / YELLOW)

AT 80'
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   1-WAY (WHITE),

10 AT 80' EDGE LINE

APPROACH WITH LEFT-TURN LANE

STOP APPROACH

TWO-WAY LEFT-TURN LANE

ONE-LANE BRIDGE

HORIZONTAL CURVE
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(SEE NOTE 6)

SEE NOTE 4 AND 5

SEE NOTE 6

 2-WAY (WHITE / RED)

AT 40' (SEE NOTE 3)

2-WAY (WHITE / RED) AT 80'

2-WAY (YELLOW / YELLOW) AT 80'
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(SEE NOTES 2 AND 6)

(SEE NOTES 1, 5 AND 6)
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      LEGEND

1-Way Reflectors

2-Way Reflectors

Direction of Travel

150'

(SEE NOTE 6)

2-WAY (WHITE / WHITE) AT 40' EDGE LINE, (BOTH SIDES)

1-WAY (WHITE) EDGE LINE

       5 AT 80'

RAISED PAVEMENT MARKERS

(RPM)

SPACING DETAILS

CITY OF COLUMBUS, OHIO

DEPARTMENT OF PUBLIC SERVICE

DIVISION OF DESIGN AND CONSTRUCTION

03/01/2023

STD DWG

1644
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      LEGEND

1-Way Reflectors

2-Way Reflectors

Direction of Travel

 2-WAY (YELLOW / RED) AT 20'

  BOTH SIDES OF GORE (SEE NOTE 2)

2-WAY (YELLOW / YELLOW)

AT 80' CENTER LINE

(SEE NOTE 1)

 2-WAY (WHITE / RED)
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NOTES:

1.          THE SPACING FOR CENTER LINE RAISED  PAVEMENT

             MARKERS SHALL BE 80' EXCEPT FOR THE FOLLOWING:

    1a.    FOR ONE-LANE BRIDGES, CENTER LINE PAVEMENT MARKINGS,

             INCLUDING RAISED PAVEMENT MARKERS, SHALL BE OMITTED

             150' ON EACH SIDE AND ACROSS THE BRIDGE.

    1b.    FOR THE CENTER LINE MARKERS SHALL BE REDUCED TO 40'

             BETWEEN P.C. OR T.S. AND P.T. OR S.T.

    1c.    FOR THE CENTER LINE MARKERS SHALL BE REDUCED TO 20'

             BETWEEN P.C. OR T.S. AND P.T. OR S.T. WHEN USING 20'

             SPACING, 12 RAISED PAVEMENT MARKERS AT 40' SPACING

             SHALL BE INSTALLED ON EACH END OF THE 20' SPACING.

2.          WHEN THE GORE OR CHANNELIZING LINE IS LESS THAN 40' IN

LENGTH, ONE RAISED PAVEMENT MARKER SHALL BE PLACED AT

EACH END OF THE LINE, AND ONE SHALL BE PLACED IN THE CENTER

OF THE LINE.

 2-WAY (YELLOW / RED) AT 20'

  BOTH SIDES OF GORE (SEE NOTE 2)

2-WAY (YELLOW / YELLOW)

AT 80' CENTER LINE

(SEE NOTE 1)

 2-WAY (WHITE / RED)
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 2-WAY (WHITE / RED),

AT 40' CHANNELIZING LINE

(SEE NOTE 2)

 2-WAY (WHITE / RED),

AT 80' LANE LIINE

RAISED PAVEMENT MARKERS

 (RPM)

SPACING DETAILS

CITY OF COLUMBUS, OHIO

DEPARTMENT OF PUBLIC SERVICE

DIVISION OF DESIGN AND CONSTRUCTION

03/01/2023

STD DWG

1644

SHT 3 OF 3

ROUNDABOUT

SINGLE LANE

ROUNDABOUT

MULTI-LANE
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